
PAWBOLModern lighting
Effective solution  

POLISH MANUFACTURER, EUROPEAN QUALITY

Pawbol Sp. z o. o. is a manufacturer of electrotechnical equipment. The company was founded in 1989. From twen-
ty-seven years PAWBOL company supplies the domestic and foreign markets a wide range of products for electrical 
installations. Today, product o� er in the basic version includes over 2000 products categorized in 10 assortment 
groups. The development of the company and increase the quality standards of the market contributed to the 
implementation of the Quality Management System in 2002 in accordance with the requirements of EN ISO 9001: 
2008. The system is certi� ed by DAS Certi� cation Ltd. The certi� cate applies to the production and distribution 
of electro-installation products. Through constant monitoring, quality of products and services provided by us in 
terms of sales and after-sales care is at the highest level. 

FROM IDEA TO A FINAL PRODUCT

PAWBOL lamp housings are created by designers employed in the company with the support of Research Development 
Department, which ensures the highest functionality and e�  ciency of designed lamp housings. Often products are 
developed in cooperation with experienced specialists of universities, who are the key support in the area of design 
and use of innovative technological processes. Lamp housings designs refer to the latest market trends. Designs of 
lamp housings implemented to our o� er, refers to the latest market trends, and the lighting solutions used in lamp 
housings meet the requirements, which are demanded by the rapidly growing lighting sector.

OFFER FOR EVERYONE - MANY MODELS, MANY OPTIONS

The lighting housings which are o� ered by PAWBOL Ltd. are modern, aesthetic and functional.  Characterized by a 
high degree of protection from IP44 to IP65 and mechanical resistance class IK10.
Available in multiple versions. Most of them can be done with milky or transparent lampshade
 (polycarbonate). Rings, basics or frames are availabled in four basic colors: white, black, silver, gold.
All lighting housings can be equipped with motion sensors. The lamps are produced in standard version for light 
bulb E27 and energy-saving with LED plates with various power 9W,13W, 20W and CRI>80. Each model in the LED 
version is o� ered in two colors of light – neutral white (4000K) and cold white (6500K). The lighting housings can 
be equipped with radar motion sensor which in the LED version, on selected models, additionally have  a useful 
and energy-saving corridor function. This function allows to reduce the light source to the level - 0% (turned 
o� ), 10%, 20% or 30%  of power rating. Our lamps due to durability, attractive design, variety color options, 
equipment and increased mechanical resistance can  be used  in passageways and staircases in public buildings 
and also in hotels and houses.

CHOOSE THE POLISH PRODUCT!

PAWBOL brand is not only the experience and � exibility in operation, but also guarantee the highest quality 
products and customer satisfaction.

The company provides:

• availability of spare parts
• technical consultancy
• fast realization of orders
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78
303

Wall-ceiling 
montage 

lamp 
housing

AFRODYTA

transparent

white D.3139R

black D.3139CR

silver D.3139SR

gold D.3139ZR

Lampshade version Base color Catalogue no.

lacteal

white D.3139RM

black D.3139CRM

silver D.3139SRM

gold D.3139ZRM

AFRODYTA AFRODYTA
with radar motion sensor

transparent

white D.3139

black D.3139C

silver D.3139S

gold D.3139Z

Lampshade version Base color Catalogue no.

lacteal

white D.3139M

black D.3139CM

silver D.3139SM

gold D.3139ZM

E27

x2
PC

IK10IP44
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Power -9W Power -13W Power -20W

white neutral white cold white neutral white cold white neutral white cold

Lampshade version Base color Catalogue no.

lacteal

white D.3139M-BN-9W D.3139M-BZ-9W D.3139M-BN-13W D.3139M-BZ-13W D.3139M-BN-20W D.3139M-BZ-20W

black D.3139CM-BN-9W D.3139CM-BZ-9W D.3139CM-BN-13W D.3139CM-BZ-13W D.3139CM-BN-20W D.3139CM-BZ-20W

silver D.3139SM-BN-9W D.3139SM-BZ-9W D.3139SM-BN-13W D.3139SM-BZ-13W D.3139SM-BN-20W D.3139SM-BZ-20W

gold D.3139ZM-BN-9W D.3139ZM-BZ-9W D.3139ZM-BN-13W D.3139ZM-BZ-13W D.3139ZM-BN-20W D.3139ZM-BZ-20W

Power

White neutral 
4000K

White cold 
6500K

Luminous flux

9W 900 lm 800 lm

13W 1400 lm 1300 lm

20W 2300 lm 1800 lm

Power - 9W Power - 13W Power - 20W

white neutral white cold white neutral white cold white neutral white cold

Lampshade version Base color Catalogue no.

lacteal

white D.3139RM-BN-9W D.3139RM-BZ-9W D.3139RM-BN-13W D.3139RM-BZ-13W D.3139RM-BN-20W D.3139RM-BZ-20W

black D.3139CRM-BN-9W D.3139CRM-BZ-9W D.3139CRM-BN-13W D.3139CRM-BZ-13W D.3139CRM-BN-20W D.3139CRM-BZ-20W

silver D.3139SRM-BN-9W D.3139SRM-BZ-9W D.3139SRM-BN-13W D.3139SRM-BZ-13W D.3139SRM-BN-20W D.3139SRM-BZ-20W

gold D.3139ZRM-BN-9W D.3139ZRM-BZ-9W D.3139ZRM-BN-13 D.3139ZRM-BZ-13W D.3139ZRM-BN-20W D.3139ZRM-BZ-20W

LED SMD
PC CRI

>80IP44 IK10

AFRODYTA

AFRODYTA        

AFRODYTA        
with integrated radar motion sensor with corridor function

Pawbol o� er includes lamp housings  AFRODYTA LED with transparent lampshade
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Power - 9W Power - 13W Power - 20W

white neutral white cold white neutral white cold white neutral white cold

Lampshade version Ring color Catalogue no.

lacteal

white D.3198M-BN-9W D.3198M-BZ-9W D.3198M-BN-13W D.3198M-BZ-13W D.3198M-BN-20W D.3198M-BZ-20W

black D.3198CM-BN-9W D.3198CM-BZ-9W D.3198CM-BN-13W D.3198CM-BZ-13W D.3198CM-BN-20W D.3198CM-BZ-20W

silver D.3198SM-BN-9W D.3198SM-BZ-9W D.3198SM-BN-13W D.3198SM-BZ-13W D.3198SM-BN-20W D.3198SM-BZ-20W

gold D.3198ZM-BN-9W D.3198ZM-BZ-9W D.3198ZM-BN-13W D.3198ZM-BZ-13W D.3198ZM-BN-20W D.3198ZM-BZ-20W

Power - 9W Power - 13W Power - 20W

white neutral white cold white neutral white cold white neutral white cold

Lampshade version Ring color Catalogue no.

lacteal

white D.3198RM-BN-9W D.3198RM-BZ-9W D.3198RM-BN-13W D.3198RM-BZ-13W D.3198RM-BN-20W D.3198RM-BZ-20W

black D.3198CRM-BN-9W D.3198CRM-BZ-9W D.3198CRM-BN-13W D.3198CRM-BZ-13W D.3198CRM-BN-20W D.3198CRM-BZ-20W

silver D.3198SRM-BN-9W D.3198SRM-BZ-9W D.3198SRM-BN-13W D.3198SRM-BZ-13W D.3198SRM-BN-20W D.3198SRM-BZ-20W

gold D.3198ZRM-BN-9W D.3198ZRM-BZ-9W D.3198ZRM-BN-13W D.3198ZRM-BZ-13W D.3198ZRM-BN-20W D.3198ZRM-BZ-20W

For orders over 100 pcs. we o� er any color of ring 
from the RAL palette

Pawbol o� er includes lamp housings  PANTERA LED with transparent lampshade

305
93

E27

PC

IK10IP44

PANTERA PANTERA 
with radar motion sensor

Lampshade version Ring color Catalogue no.

lacteal

white D.3190M

black D.3190CM

silver D.3190SM

gold D.3190ZM

transparent

white D.3190

black D.3190C

silver D.3190S

gold D.3190Z

Lampshade version Ring color Catalogue no.

lacteal

white D.3190RM

black D.3190CRM

silver D.3190SRM

gold D.3190ZRM

transparent

white D.3190R

black D.3190CR

silver D.3190SR

gold D.3190ZR

PANTERA

Wall-ceiling 
montage 

lamp 
housing
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Power

White neutral 
4000K

White cold 
6500K

Luminous flux

9W 900 lm 800 lm

13W 1400 lm 1300 lm

20W 2300 lm 1800 lm

   
Power - 9W Power - 13W Power - 20W

white neutral white cold white neutral white cold white neutral white cold

Lampshade version Ring color Catalogue no.

lacteal

white D.3198M-BN-9W D.3198M-BZ-9W D.3198M-BN-13W D.3198M-BZ-13W D.3198M-BN-20W D.3198M-BZ-20W

black D.3198CM-BN-9W D.3198CM-BZ-9W D.3198CM-BN-13W D.3198CM-BZ-13W D.3198CM-BN-20W D.3198CM-BZ-20W

silver D.3198SM-BN-9W D.3198SM-BZ-9W D.3198SM-BN-13W D.3198SM-BZ-13W D.3198SM-BN-20W D.3198SM-BZ-20W

gold D.3198ZM-BN-9W D.3198ZM-BZ-9W D.3198ZM-BN-13W D.3198ZM-BZ-13W D.3198ZM-BN-20W D.3198ZM-BZ-20W

LED SMD
PC CRI

>80IP44 IK10

Power - 9W Power - 13W Power - 20W

white neutral white cold white neutral white cold white neutral white cold

Lampshade version Ring color Catalogue no.

lacteal

white D.3198RM-BN-9W D.3198RM-BZ-9W D.3198RM-BN-13W D.3198RM-BZ-13W D.3198RM-BN-20W D.3198RM-BZ-20W

black D.3198CRM-BN-9W D.3198CRM-BZ-9W D.3198CRM-BN-13W D.3198CRM-BZ-13W D.3198CRM-BN-20W D.3198CRM-BZ-20W

silver D.3198SRM-BN-9W D.3198SRM-BZ-9W D.3198SRM-BN-13W D.3198SRM-BZ-13W D.3198SRM-BN-20W D.3198SRM-BZ-20W

gold D.3198ZRM-BN-9W D.3198ZRM-BZ-9W D.3198ZRM-BN-13W D.3198ZRM-BZ-13W D.3198ZRM-BN-20W D.3198ZRM-BZ-20W

PANTERA       
with integrated radar motion sensor with corridor function

PANTERA        

PANTERA

For orders over 100 pcs. we o� er any color of ring 
from the RAL palette

Pawbol o� er includes lamp housings  PANTERA LED with transparent lampshade

For orders over 100 pcs. we o� er any color of ring 

Lampshade version Ring color Catalogue no.

lacteal

white D.3190RM

black D.3190CRM

silver D.3190SRM

gold D.3190ZRM

transparent

white D.3190R

black D.3190CR

silver D.3190SR

gold D.3190ZR



Pawbol o� er includes lamp housings  DIONE LED with transparent lampshade
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88

248

DIONE DIONE
with radar motion sensor

DIONE

E27

PC

IK10IP65

Lampshade 
version

Color Catalogue 
no.Ring color Base color

lacteal

white white D.3140M

black black D.3140CCM

silver white D.3140SM

gold white D.3140ZM

transparent

white white D.3140

black black D.3140CC

silver white D.3140S

gold white D.3140Z

Lampshade 
version

Color Catalogue 
no.Ring color Base color

lacteal

white white D.3140RM

black black D.3140CCRM

silver white D.3140SRM

gold white D.3140ZRM

transparent

white white D.3140

black black D.3140CCR

silver white D.3140SR

gold white D.3140ZR

Wall-ceiling 
montage 

lamp 
housing



Power

White neutral 
4000K

White cold 
6500K

Luminous flux

9W 900 lm 850 lm

13W 1400 lm 1200 lm

   
Power - 9W Power - 13W

white neutral white cold white neutral white cold

Lampshade version Ring color Base color Catalogue no.

lacteal

white white D.3140M-BN-9W D.3140M-BZ-9W D.3140M-BN-13W D.3140M-BZ-13W

black black D.3140CCM-BN-9W D.3140CCM-BZ-9W D.3140CCM-BN-13W D.3140CCM-BZ-13W

silver white D.3140SM-BN-9W D.3140SM-BZ-9W D.3140SM-BN-13W D.3140SM-BZ-13W

gold white D.3140ZM-BN-9W D.3140ZM-BZ-9W D.3140ZM-BN-13W D.3140ZM-BZ-13W

   
Power - 9W Power - 13W

white neutral white cold white neutral white cold

Lampshade version Ring color Base color Catalogue no.

lacteal

white white D.3140RM-BN-9W D.3140RM-BZ-9W D.3140RM-BN-13W D.3140RM-BZ-13W

black black D.3140CCRM-BN-9W D.3140CCRM-BZ-9W D.3140CCRM-BN-13W D.3140CCRM-BZ-13W

silver white D.3140SRM-BN-9W D.3140SRM-BZ-9W D.3140SRM-BN-13W D.3140SRM-BZ-13W

gold white D.3140ZRM-BN-9W D.3140ZRM-BZ-9W D.3140ZRM-BN-13W D.3140ZRM-BZ-13W

LED SMD
PC CRI

>80IP65 IK10

DIONE        
with radar motion sensor

DIONE         

DIONE

Pawbol o� er includes lamp housings  DIONE LED with transparent lampshade
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transparent
white D.3175R

black D.3175CR

280
106

Lampshade version Base color Catalogue no.

lacteal
white D.3175MR

black D.3175CRM

PANDA Round  

PANDA Round 
     with motion sensor PIR

PANDA Round 
     with radar motion sensor

Lampshade version

transparent
white D.3175

black D.3175C

Lampshade version Base color Catalogue no.

lacteal
white D.3175M

black D.3175CM

Lampshade version Base color Catalogue no.

lacteal
white D.3175RM-PIR

black D.3175CRM-PIR

PANDA

E27

PC

IK10
IP65

IP44

Round

IP65

IP44

IP65

Wall-ceiling 
montage 

lamp 
housing

8

Pawbol o� er includes lamp housings  PANDA ROUND LED with transparent lampshade



Power

White neutral 
4000K

White cold 
6500K

Luminous flux

9W 900 lm 800 lm

20W 2300 lm 1800 lm

   
Power - 9W Power - 20W

white neutral white cold white neutral white cold

Lampshade version Base color Catalogue no.

lacteal
white D.3175M-BN-9W D.3175M-BZ-9W D.3175M-BN-20W D.3175M-BZ-20W

black D.3175CM-BN-9W D.3175CM-BZ-9W D.3175CM-BN-20W D.3175CM-BZ-20W

LED SMD
PC CRI

>80IP65 IK10

Power - 9W Power - 20W

white neutral white cold white neutral white cold

Lampshade version Base color Catalogue no.

lacteal
white D.3175RM-BN-9W D.3175RM-BZ-9W D.3175RM-BN-20W D.3175RM-BZ-20W

black D.3175CRM-BN-9W D.3175CRM-BZ-9W D.3175CRM-BN-20W D.3175CRM-BZ-20W

PANDA Round         
with integrated radar motion sensor 
with corridor function

PANDA Round         

PANDA

PANDA Round 
     with radar motion sensor

Round

9

Pawbol o� er includes lamp housings  PANDA ROUND LED with transparent lampshade



225
104

PANDA

E27

PC

IK10
IP65

IP44

KARO

transparent
white D.3173R

black D.3173CR

Lampshade version Base color Catalogue no.

lacteal
white D.3173MR

black D.3173CRM

PANDA KARO 

PANDA KARO 
     with motion sensor PIR

PANDA KARO 
     with radar motion sensor

transparent
white D.3173

black D.3173C

Lampshade version Base color Catalogue no.

lacteal
white D.3173M

black D.3173CM

Lampshade version Base color Catalogue no.

lacteal
white D.3173RM-PIR

black D.3173CRM-PIR

IP65

IP44

IP65

Pawbol o� er includes lamp housings PANDA KARO LED with transparent lampshade

Wall-ceiling 
montage 

lamp 
housing
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Power

White neutral 
4000K

White cold 
6500K

Luminous flux

9W 900 lm 800 lm

13W 1400 lm 1300 lm

LED SMD
PC CRI

>80IP65 IK10

PANDA

   
Power - 9W Power - 13W

white neutral white cold white neutral white cold

Lampshade version Base color Catalogue no.

lacteal
white D.3173M-BN-9W D.3173M-BZ-9W D.3173M-BN-13W D.3173M-BZ-13W

black D.3173CM-BN-9W D.3173CM-BZ-9W D.3173CM-BN-13W D.3173CM-BZ-13W

Power - 9W Power - 13W

white neutral white cold white neutral white cold

Lampshade version Base color Catalogue no.

lacteal
white D.3173RM-BN-9W D.3173RM-BZ-9W D.3173RM-BN-13W D.3173RM-BZ-13W

black D.3173CRM-BN-9W D.3173CRM-BZ-9W D.3173CRM-BN-13W D.3173CRM-BZ-13W

PANDA KARO          
with integrated radar motion sensor 
with corridor function

PANDA KARO         

KARO

transparent
white D.3173R

black D.3173CR

Lampshade version Base color Catalogue no.

lacteal
white D.3173MR

black D.3173CRM

PANDA KARO 
     with radar motion sensor

Pawbol o� er includes lamp housings PANDA KARO LED with transparent lampshade
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272
76

Lampshade version Housing color Catalogue no.

lacteal

white D.31101RM

black D.31101CRM

silver D.31101SRM

gold D.31101ZRM

IRyS IRyS
with radar motion sensor

Lampshade version Housing color Catalogue no.

lacteal

white D.31101M

black D.31101CM

silver D.31101SM

gold D.31101ZM

IRyS

E27

PC

IK10IP44

Wall-ceiling 
montage 

lamp 
housing
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Power

White neutral 
4000K

White cold 
6500K

Luminous flux

9W 900 lm 800 lm

13W 1400 lm 1300 lm

   
Power - 9W Power - 13W

white neutral white cold white neutral white cold

Lampshade version Housing color Catalogue no.

lacteal

white D.31101M-BN-9W D.31101M-BZ-9W D.31101M-BN-13W D.31101M-BZ-13W

black D.31101CM-BN-9W D.31101CM-BZ-9W D.31101CM-BN-13W D.31101CM-BZ-13W

silver D.31101SM-BN-9W D.31101SM-BZ-9W D.31101SM-BN-13W D.31101SM-BZ-13W

gold D.31101ZM-BN-9W D.31101ZM-BZ-9W D.31101ZM-BN-13W D.31101ZM-BZ-13W

LED SMD
PC CRI

>80IP44 IK10

Power - 9W Power - 13W

white neutral white cold white neutral white cold

Lampshade version Housing color Catalogue no.

lacteal

white D.31101RM-BN-9W D.31101RM-BZ-9W D.31101RM-BN-13W D.31101RM-BZ-13W

black D.31101CRM-BN-9W D.31101CRM-BZ-9W D.31101CRM-BN-13W D.31101CRM-BZ-13W

silver D.31101SRM-BN-9W D.31101SRM-BZ-9W D.31101SRM-BN-13W D.31101SRM-BZ-13W

gold D.31101ZRM-BN-9W D.31101ZRM-BZ-9W D.31101ZRM-BN-13W D.31101ZRM-BZ-13W

IRyS       
with integrated radar motion sensor 
with corridor function

IRyS       

IRyS

IRyS
with radar motion sensor

13

Pawbol o� er includes lamp housings  IRYS LED with transparent lampshade



272
76

Lampshade version Housing color Catalogue no.

lacteal

white D.31100RM

black D.31100CRM

silver D.31100SRM

gold D.31100ZRM

ERIS ERIS
with radar motion sensor

Lampshade version Housing color Catalogue no.

lacteal

white D.31100M

black D.31100CM

silver D.31100SM

gold D.31100ZM

ERIS

E27

PC

IK10IP44

Wall-ceiling 
montage 

lamp 
housing
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Power

White neutral 
4000K

White cold 
6500K

Luminous flux

9W 900 lm 800 lm

13W 1400 lm 1300 lm

   
Power - 9W Power - 13W

white neutral white cold white neutral white cold

Lampshade version Housing color Catalogue no.

lacteal

white D.31100M-BN-9W D.31100M-BZ-9W D.31100M-BN-13W D.31100M-BZ-13W

black D.31100CM-BN-9W D.31100CM-BZ-9W D.31100CM-BN-13W D.31100CM-BZ-13W

silver D.31100SM-BN-9W D.31100SM-BZ-9W D.31100SM-BN-13W D.31100SM-BZ-13W

gold D.31100ZM-BN-9W D.31100ZM-BZ-9W D.31100ZM-BN-13W D.31100ZM-BZ-13W

LED SMD
PC CRI

>80IP44 IK10

Power - 9W Power - 13W

white neutral white cold white neutral white cold

Lampshade version Housing color Catalogue no.

lacteal

white D.31100RM-BN-9W D.31100RM-BZ-9W D.31100RM-BN-13W D.31100RM-BZ-13W

black D.31100CRM-BN-9W D.31100CRM-BZ-9W D.31100CRM-BN-13W D.31100CRM-BZ-13W

silver D.31100SRM-BN-9W D.31100SRM-BZ-9W D.31100SRM-BN-13W D.31100SRM-BZ-13W

gold D.31100ZRM-BN-9W D.31100ZRM-BZ-9W D.31100ZRM-BN-13W D.31100ZRM-BZ-13W

ERIS        
with integrated radar motion sensor 
with corridor function

ERIS         

ERIS

ERIS
with radar motion sensor

15

Pawbol o� er includes lamp housings ERIS LED with transparent lampshade



Power

White neutral 
4000K

White cold 
6500K

Luminous flux

9W 900 lm 800 lm

13W 1400 lm 1300 lm

   
Power - 9W Power - 13W

white neutral white cold white neutral white cold

Lampshade version Catalogue no.

lacteal D.3150RM-BN-9W D.3150RM-BZ-9W D.3150RM-BN-13W D.3150RM-BZ-13W

   
Power - 9W Power - 13W

white neutral white cold white neutral white cold

Lampshade version Catalogue no.

lacteal D.3150M-BN-9W D.3150M-BZ-9W D.3150M-BN-13W D.3150M-BZ-13W

LED SMD
PC CRI

>80IP44 IK10

JUNONA       
with integrated radar motion sensor with corridor function

JUNONA        

265
74

JUNONA

JUNONA 
with radar motion sensor

Lampshade version Catalogue no.

lacteal D.3150M

Lampshade version Catalogue no.

lacteal D.3150RM

JUNONA

E27

PC

IK10IP44

Wall-ceiling montage 
lamp housing

16



JUNONA       
with integrated radar motion sensor with corridor function

Power

White
neutral 
4000K

White
cold 

6500K

Luminous flux

12W 520 lm 520 lm

Power - 12W

white neutral white cold

Lampshade version Base color Catalogue no.

matt - PC white D.3181R-BN D.3181R-BZ

SELENA         - with motion sensor PIR

E27

x2
PC IP20

LED SMD
PC IP20 CRI

>80

305

100

100

270

PC

Lampshade version Base color Catalogue no.

matt - glass white - metal D.3181R

SELENA with motion sensor PIR

SELENA

Ceiling montage 
lamp housing

17



SEZARSEZAR

Lampshade version Base color Catalogue no.

white

white

D.3125

red D.3126

orange D.3127

green D.3128

Lampshade version Base color Catalogue no.

white

white

D.3125A

red D.3126A

orange D.3127A

green D.3128A

SEZAR

IP54IP44

226

10
5

11
4

E27

PC
IP54

IP44

Wall-ceiling 
montage 

lamp 
housing
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Power

White neutral 
4000K

White cold 
6500K

Luminous flux

9W 850 lm 900 lm

13W 1200 lm 1400 lm

Power - 9W Power - 13W

white neutral white cold white neutral white cold

Base color Catalogue no.

white D.3125-BN-9W D.3125-BZ-9W D.3125-BN-13W D.3125-BZ-13W

SEZAR         - IP44

SEZAR

LED SMD
PC IP44 CRI

>80

Lampshade version Base color Catalogue no.

white

white

D.3125A

red D.3126A

orange D.3127A

green D.3128A

19



KRONO 1LED 
square
with PIR motion sensor

KRONO 1LED 
inclined
with PIR motion sensor

KRONO 2LED 
square 
with PIR motion sensor

KRONO 2LED 
inclined
with PIR motion sensor

KRONO KRONO

KRONO

INCLINEDIP20 IP20SQUARE

LED SMD
St IP20 CRI

>80

Lamp 
housing

40 50

205

12
0

82

72
82

15

150 232

82

72
82

15

5040
12
0

120
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Power

White neutral 
4000K

White cold 
6500K

Luminous flux

4W 350 lm 350 lm

8W 700 lm 700 lm

KRONO

   
KRONO 1LED square: Power - 4W KRONO 2LED square: Power - 8W

white neutral white cold white neutral white cold

Lampshade version Base color Catalogue no.

lacteal
white D.31110B-BN-4W D.31110B-BZ-4W D.31111B-BN-8W D.31111B-BZ-8W

silver D.31110S-BN-4W D.31110S-BZ-4W D.31111S-BN-8W D.31111S-BZ-8W

   
KRONO 1LED inclined: Power - 4W KRONO 2 LED inclined: Power - 8W

white neutral white cold white neutral white cold

Lampshade version Base color Catalogue no.

lacteal
white D.31112B-BN-4W D.31112B-BZ-4W D.31113B-BN-8W D.31113B-BZ-8W

silver D.31112S-BN-4W D.31112S-BZ-4W D.31113S-BN-8W D.31113S-BZ-8W

with PIR motion sensor
KRONO SQUARE

with PIR motion sensor
KRONO INCLINED

LED SMD
St IP20 CRI

>80
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LED LAMPS

Design and numeration 
examples :

72,5

72
,5

12 60

60

12

ø72
,5

12

ø60

12

SYRIUSZ WENUS EPSILON ROSS

LED LAMPSLED LAMPS
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Norm:  PN-EN 61547

LED LAMPS

D.SL.SY.01.C.K D.SL.WE.03.Z.K

D.SL.RO.02.BC.P
D.SL.EP.04.N.P

Series : STARS LINE  SYRIUSZ WENUS EPSILON ROSS

Type, Catalogue index D.SL.SY D.SL.WE D.SL.EP D.SL.RO

Description SYRIUSZ WENUS EPSILON ROSS

Available housing colour 01, 02, 03, 04 01, 02, 03, 04 01, 02, 03, 04 01, 02, 03, 04

Available light colour  BC, BZ, C, Z, N BC, BZ, C, Z, N BC, BZ, C, Z, N BC, BZ, C, Z, N

Available mount - ver. K or P K or P K or P K or P

Power consumption/colour [W] 0,72 0,54 0,54 0,54 0,36 0,28 0,28 0,28 0,72 0,54 0,54 0,54 0,36 0,28 0,28 0,28

Internal protection IP 20 IP 20 IP 20 IP 20

Dimensions [A] / [B] / [C] 72,5 x 72,5 x 12 mm 60 x 60 x 12 mm Ø 72,5 x 12 mm Ø 60 x 12 mm

Power supply - DC 9 V - 9V - 9V - 9V -

Norm PN-EN 61547 PN-EN 61547 PN-EN 61547 PN-EN 61547

Catalogue number : 

Design and numeration 
examples :

01

04

03

02

Z

C

BC    BZ

N

D.SL.SY

72,5

D.SL.WE

60

D.SL.EP

Ø72,5

D.SL.RO

Ø60

P

K

Ø 60 for     
D.SL.SY, D.SL.EP

Ø 50 for      
D.SL.WE, D.SL.RO

gold

brown metallic red

green

blue

white

Catalogue number : 

XX XX

Catalogue number : Catalogue number : 

D.SL.XX X

LED lamp - type Housing colour LED light colour Mounting version

Two side adhesive 
tape or glue (glue and 
adhesive tape isn't a 
set component) 

Hole or mounting 
junction boxes 
- Ø60 or Ø50 -
depending on version 

steel colour

silver colour

wa
rm

co
ld 

LED technology is an innovative and energy-e�  cient lighting. The modern design and durability increases the possibility of their use. STARS LINE lamps can be used both for decorative purposes and guidance to highlight the furniture, 
stairs, corridors, kitchens, bathrooms, passageways, etc.  The use of LED lighting allows you to achieve high brightness while consuming minimal electricity. Lifetime of STARS LINE lamps far exceeds the durability of standard light sources.

Our product is available in the following light colors: white – cold white and warm white version, red, blue and green. 
STARS LINE  series is a modern design, long-life and energy savings!

It is recommended to use the PAWBOL electric feeders: CGC-5, CGC-10 CGC-15 CGC-25

(*) Attention! 3 years warranty on LED lamps when you using the PAWBOL feeders.

The product photographs and colors of their enclosures are only for demonstration, do not give 100% of their actual color.

BC    BZBC    BZBC    BZ

whitewhite
wa

rm

co
ld 

ROSS

9V IP20

Catalogue number D.ZPC5 D.ZPC10
 Type ZPC-5 ZPC-10

Power supply ~230 V AC, 50 Hz ~230 V AC, 50 Hz

Output voltage 9 V DC 9 V DC

Internal protection IP20 IP20

Assembly 2 screws 2 screws

Outside dimension 52 x 26,5 x 21 mm 88 x 39 x 22,5 mm

Output power 5 W 10 W

Quantity in package 1 1

Norm PN-EN 61204, PN-EN 61204-3, PN-EN 61347-2-13

D.ZPC10

D.ZPC10D.ZPC5
Power Supply for Led lamps STARS LINE series 
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174
82

E27

IP54

E27

IP54

Lampshade version Base color Catalogue no.

matt - glass white - metal D.3192

Lampshade version Base color Catalogue no.

matt - glass white - metal D.3191

SAVU

SAVU with metal grille

savu

Wall-ceiling 
montage 

lamp 
housing

24



G23

IP54 t3H

2G7
IP54 t3H

G23

IP54

G23

IP54

Lampshade version Base color Catalogue no.

lacteal white D.3322

Lampshade version Base color Catalogue no.

lacteal white D.3422

Lampshade version Base color Catalogue no.

lacteal white D.3421

Lampshade version Base color Catalogue no.

lacteal white D.3421-2F

VERA

VERA with dusk module

VERA with the emergency module 
monofunctional

VERA with the emergency module 
bifunctional

VERA

330

186

45

Possibility of sticking pictograms

Wall-ceiling montage 
lamp housing
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RADAR MOTION SENSOR

Radar sensors are the most popular technical solution on the market. The 
sensors based on Doppler e� ect, it means on frequency di� erence of wave 
source relative to the observer. The sensor generates waves with a frequen-
cy of GHz. The generated wave after re� ection from the object or person, 
changes its frequency, and then returns to the sensor. The role of the sensor 
is to detect changes of frequency. 

MOTION SENSOR 
WITH CORRIDOR FUNCTION
It is a functional and cost-e� ective solution, whereby it is 
possible to continuously and comfortable lobby or corridor 
lighting at night while reducing costs. When motion is de-
tected by a sensor, lamp housing brightens up to a maximum 
value. After the disappearance of the movement and within 
the speci� ed time lamp housing darkens to a speci� c value of 
the light intensity. (10%, 20%, 30%). 

Advantages:
• operates independent of temperature
• the sensor reacts to objects and persons in 

motion
• detection it is carried out through the win-

dows, doors and materials such as gypsum 
and plastics

• compact size of device and low cost of use

Technical data:
Rated power: 0,9W
Rated load: 1200W
Operation angle in ceiling position: 360°
Range: 1-8m
Operating time: 8 s – 12 min
Supply voltage: ~220-240V AC, 50-60HZ

Adjustable parameters:
• lighting time
• light level at which the sensor responds

Advantages :
• works as a heat detector 
• the sensor reacts to persons in motion
• compact size enables e�  cient 

installation of sensor
•  low cost of use

Technical data :
Power - standby: 0,2W
Rated load: 50W 
Operation angle: 3600
Range: 5-8m
Operating time: ~60sek
Supply voltage:  230V AC, 50Hz

Advantages:
• energy saving 
• a wide range of con� guration of dimming parameters

Technical data:
• Power - standby: 0,8W
• Rated load: 9W, 13 lub 20W 

(depending on version)
• Operation angle: 3600
• Range: 3m, 5m, 8m, 10m  (adjustable)     
• Operating time: 10s, 1min, 5min, 10min (adjustable)       
• Supply voltage:  180-230V AC, 50-60 Hz

Adjustable parameters:
• detection range
• operating time of the light source since the movement disappearance
• intensity of light and dimming time
• light level at which the sensor responds

PIR PASSIVE INFRARED SENSORS
PIR passive infrared sensors react to changes in the intensity of infrared ra-
diation (thermal). When a person enters the detection area, it is detected as a 
change in temperature in the environment.

Corridor function

1 2
3m

Distance

5m

8m

10m

3 4
 Time

10s

1min

5 min

10min

5 6
Light

day

10Lux

30Lux

50Lux

7 8
Half 

brightness

0%

10%

20%

30%

9 10
Semi bright 

time

1min

30min

60min

24h

ON DP

1 2 3 4 5 6 7 8 9 10

Programming the motion sensor with corridor function 
is extremely simple and intuitive

MOTION SENSOR 
INTELLIGENT  LIGHTING
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Programming the motion sensor with corridor function 
is extremely simple and intuitive

energy saving
27

RADAR MOTION SENSOR

D.3407

RADAR MOTION SENSOR MINI

D.3407M
RADAR MOTION SENSOR MAXI

D.3417

RADAR MOTION SENSOR 24V

D.3408

Supply voltage: ~220-240V AC, 50-60Hz 
Rated power: 0,9 W
Rated load: 1200W
Wave radiation power: <10mW
Wave frequency: 5,8 GHz
Operation angle in ceiling position : 360°
Range: 1-8m
Operating time: 8 s -12 min
Functional range: 2-2000 Lx
Dimensions: 90 x 42 x 44 mm

Supply voltage: ~220-240V AC, 50-60Hz 
Rated power: 0,9 W
Rated load: 1200W
Wave radiation power: <10mW
Wave frequency: 5,8 GHz
Operation angle in ceiling position : 360°
Range: 1-8m
Operating time: 8 s -12 min
Functional range: 2-2000 Lx
Dimensions: 70 x 42 x 40 mm

Supply voltage: ~220-240V AC, 50-60Hz 
Rated power: 0,9 W
Rated load: 1200W
Wave radiation power: <10mW
Wave frequency: 5,8 GHz
Operation angle in ceiling position : 360°
Range: 1-8m
Operating time: 8 s -12 min
Functional range: 2-2000 Lx
Dimensions: Ø94 x 43 mm

D.3408

Supply voltage: ~24V AC, 50-60Hz
Rated power: 0,9 W
Rated load: 1200W
Wave radiation power: <10mW
Wave frequency: 5,8 GHz
Operation angle in ceiling position : 360°
Range: 1-8m
Operating time: 8 s -12 min
Functional range: 2-2000 Lx
Dimensions: 90 x 42 x 44 mm

D.3407M
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